m g ACTpro-X 1030 Panel Mount
pro Installation Diagram

Audio entry panel
- ~ Mounting Instructions
5% 1. Place the VR perspex screen
00909 over the 4 studs on the back of
ogggo

the audio entry panel.

2. Place the ACTpro-X 1030
Panel Mount reader over the 4

studs.

3. Use the 4 M3 washers and nuts
supplied with the product to
o secure the reader to the audio

&L entry panel.

4. Use the wiring diagram below
to connect the reader to the
controller.

5. When wiring is complete, place
S the front cover back on to the
\%\ audio entry panel.
M3 washers g apply power to the controller

Vandal Resistant

Perspex Screen and nuts and test the reader with card.
~N
\&0\ Wiring for ACTpro-X PM Reader
ACTpro-X Panel White Sense
Mount Reader Green  Clock / Data1
Blue Data / Data 0
Red +5V or +12V
Black ov

Rear view of ACTpro-X 1030 Panel Mount Reader Brown Red Led

Yellow Grn Led

/-—'N LED Control Orange (Buzzer Ctrl)
When the link is connected between LED

b and ON, the red LED on the front of the B
I LED reader will remain on normally and turn The standard wiring colours for
ON green on access granted. ACTpro-X 1030 Panel Mount Proximity

When the link is connected between LED reader is shown above. Readers should

o » and OFF, the red LED will remain off be a maximum of 30m from the
o RSaliED normally and turn green on access granted. controller when powered from +5V
Clock/D Grn LED and a maximum of 100m when
S Buzz Cyrl +
om - powered from +12V.
SENSE
g/'—\?f" i The +5V reader supply on ACT controllers rated
+5V - for 100mA. Typically this is sufficient to power 2
ov ACT readers.
Internal buzzer is EE'EEN Note, however, that readers from other manufacturers
activated by applying BATCH % may need to be powered separately if their current
0V to Buzz Ctrl [ ) BT, . . : .
(B3 fsema womees requirements exceed this or if they require +12V.
For systems with Wiegand cards:
Connect the SENSE line on the readers to OV. October 2006
For an Exit Reader connect as above except The ACTpro-X readers are compatible with

connect Data 0 line of the exit reader to SENSE ACTProx cards (used on the ACTSmart2
products) and ACT legacy cards and fobs.
on the controller.



